GREEN LABEL SPEAKERS ARE PRIMED FOR
HIGH-POWER ROCK PERFORMANCES, WHERE A
FULL-BODIED, WARM, DEFINED TONE IS ESSENTIAL.

BASS GUITAR LOUDSPEAKER

Nominal diameter .................. 381mm/15in
Power Rating (rms) ...................... 300W
Nominal impedance........................ 8Q
Voice coil diameter................ 63.5mm/2.5in
Magnettype............................ Ferrite
Sensitivity .........................L. 96dB
Frequencyrange .................... 42-3500Hz
Coilmaterial ........................... Copper
Formermaterial ...................... Polyimide
Conematerial . ............... Kevlar loaded paper
Surround material .................. Cloth-sealed
Xmax .................l 4.25mm/0.16in
Gapdepth......................... 8mm/0.31in
Voice coil winding width .......... 16.5mm/0.64in
Do 0.33m/12.99in
Fs. oo 48Hz
Mmd.............ooiii 57.499/2.030z
Mair. . ... 14.159/0.4990z
Ams. ... 3.025
Qes ..o 0.525
Qts ..o 0.448
Re ..o 5.61Q
Vas ..o 158.791t/5.61ft3
Bl .. 15.19Tm
Cms. ..o 1.153mm/N
Rms ... 7.144kg/s
Frequency Response and Impedance Curves Le oo 1.07mH
SPL(dB) 7 (dBo)
JAm)
TV Y /| Diameter........................ 385mm/15.2in
90 ~ \ 50 Overalldepth ..................... 162mm/6.4in
/ |~ Cut-out diameter . ................ 351mm/13.8in
4 LT Mounting slot dimensions. 9.2 x 6.2mm/0.36 x 0.24in
7 —— LA 20 Number of mounting slots .................... 8
\ ,,———/ Mounting slotPCD................ 369mm/14.5in
— — ."\ Unitweight. . ...................... 4.8kg/10.6lb
2 m % 20K Unit conditioned prior to measurement.
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