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TWEETER
TW025A8 D04IIP0010 
101928B

TW 025. Ti IV . Titanium cavity 4 0

O  Profile IV titanium dome diaphragm, for ultra- 
linear response

O  Vented pole piece with critically damped vent

O  Natural felt damped and tuned back chamber

O  Solid aluminium face plate

O  Direct radiation dome for extremely good 
spatial dispersion

O  Ultra-light copper clad aluminium wire voice 
coil with braided wires
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All dimensions in mm Terminal 2.8 x 0.8 G Terminal 4.8 x 0.8 ©

Response Curve Watę rf al I
Sensitiv ity  Mag - dB SPL/uatt [H.83 U - @ I meter] (0.10 octH eq)

Response Curve : ____  on axis
____  30° off-axis 60° off-axis

Impedance Curve Cumulative Spectral Decay Log Frequency - Hz

S P E C IF IC A T IO N S
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PRIMARY APPLICATION
N o m in a l Im p e d a n c e Z 4 Q
R e s o n a n c e  F re q u e n c y Fs 1050 Hz

N o m in a l P o w e r H a n d lin g P 100 W

S e n s it iv ity  (2 ,8 3  V/1 m) E 91 dB

VOICE COIL
V o ice  C o il D ia m e te r 25 m m

M in im u m  Im p e d a n c e Z m in 4,2 Q
D C  R e s is ta n c e Re 3,8 Q
V o ice  C o il In d u c ta n c e Lbm pH
V o ice  C o il Le n g th h 1 ,7 m m

F o rm e r Aluminium

W ire  M a te ria l Aluminium

N u m b e r o f L a y e rs n 2

MAGNET
M a g n e t D im e n s io n s <j)X h 72  x 15 m m

M a g n e t W e ig h t m 0 ,2 4 kg

F lux D e n s ity B 1,5 T

F o rce  F a c to r BL 3,1 NA-1

H e ig h t o f M a g n e tic  G ap He 1,0 m m

S tra y  F lux F m a g A m '1

L in e a r E xcu rs io n X m a x ±  0 ,3 5 m m

PARAMETERS
S u s p e n s io n  C o m p lia n c e C m s mN-1

M e c h a n ic a l Q F a c to r Q m s

E le c tr ica l Q F a c to r Q e s

Tota l Q F a c to r Q ts

M e c h a n ic a l R e s is ta n c e R m s kg s-'

M o v in g  M a ss M m s 0 ,3 .1 0 '3 kg

E ffe c tiv e  P is ton  A re a S 6,2.1 O'4 m 2

M a ss  o f S p e a k e r M 0 ,5 4 kg

Suggested Appl i ca t ions

Crossover
Frequency

Slope Inductance Capacitor Power
Handling

Hz dB / Oct. mH p F w

2000 1 2 0,36 1 2 100

3000 6 - 1 2 80



A  U PAX Tweeter dome titane 25mm - 4 ohms TW025A8

Impedance................... 4 ohms
Resonance...................  1050 Hz
Puissance nominate <iec) 100 W 
Sensibility prowim) . . . .  91.0 dB

Diamćtrc bobinę............ 25 mm
Hauteur bobinę.............1.7 mm
Support....................aluminium
Nb. couches............................2

Resistance <dci.........3.8 ohms M embrane........................... titane
Inductance........................- mH Saladier........................aluminum
Xmax..........................±0.35 mm Poids.................................. 540 gr

Dome a radiation direct pour une 
dispersion spaciate optimale

le  dome titane p ro f it et la sensibility exceptionnelle 
apporte a te tweeter des capacity de reproduction a 
trćs haute puissance avec une rćponse tres lineaire


