
EXPANDABLE 2-WIDE 4-INPUT 
"AND-OR-INVERT" GATE

MC3100/MC3000 series

MC3134F - MC3034F 
MC3134L • MC3034L, P

(54H55J) (74H55J, N)

9 14

This device consists of two 4-input AND gates ORed 
together and inverted. The emitter and collector nodes 
of the OR stage are brought out to provide expansion 
capability to a 6-wide AO I gate using the MC3130/3030 
or MC3118/3018 expanders.

Po sitive  Log ic :

8 = (1 • 2 • 3 • 4) + (10  • 11 • 12 • 13) + (Exp and ers ) 

Negative Log ic :

8 = (1 + 2 + 3 + 4) • (1 0 +  11 + 12 + 13) • (Exp and ers )

Inpu t Load ing Facto r = 1 
O u tp u t Load ing Fa cto r = 10 
T ota l Pow er D issipation = 30 m W  typ/pkg 
Propagation  D e lay T im e  = 7.0 ns typ

P in  num bers fo r the 5 4 H 5 5 F/7 4 H 5 5 F  device are D E V IC E PIN N U M BE R S
shown in the chart. These devices are ava ilab le  on M C 3 1 3 4 F ,L / 3 0 3 4 F ,L ,P 1 2 3 4 5 6 7 8 9 10 11 12 13 14
special request. 5 4 H 5 5 F/7 4 H 5 5 F 14 1 2 3 9 10 11 12 13 5 6 7 8 4

SWITCHING TIME TEST CIRCUIT AND WAVEFORMS

V IH X

C j  = 25 p F  = to tal parasitic capacitance, w h ich  includes probe, w iring, and load 
capacitances.

The coax delays from inp u t to scope and ou tp u t to scope must be m atched. 
The scope must be term inated  in 50-ohm im pedance. The  950-ohm resistor 
anti the scope te rm ination  im pedance constitu te  a 20:1 attenuato r probe. Coax 
shall be CT-070-50 or equ iva lent.

t+ t-
7.0 ns 7.0 ns

See General In fo rm atio n  section fo r packaging.
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M C 313 4 , M C 3 0 3 4  (continued)

**
T

es
te

d 
on

ly
 a

t 2
5°

C
 

(J)
 S

ee
 F

ig
ur

e 
1.

(2
) 

Se
e 

Fi
gu

re
 2

.
(3

) 
Se

e 
Fi

gu
re

 3
.


