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20 STERN AVE.
SPRINGFIELD, NEW JERSEY 07081
U.S.A. 2N6098

TELEPHONE: (973) 376-2922
(212)227-6005

FAX: (973) 376-8960

SILICON NPN - POWER TRANSISTOR

DESCRIPTION:

The 2N6098 is an NPN Silicon Power
Transistor for General Purpose
Switching and Amplifier Applications.
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DIMENSIONS
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0393
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max
0.409
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0.116
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0.151
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TEST CONDITIONS

lc = 200 mA

lc = 200mA RBE=100Q

VCE = 50 V

VCE= 75V VBE = -1.5V Tc = 25 °C

TC=150°C

VEB = 8.0 V

VCE = 4.0 V lc = 4.0 A

I =10 A
C

I C =10A IH=2.0A

VCE = 4.0V lr = 4.0A

VCE =4.0 V lr = 0.5 A f = 1 .0 KHz

VCE = 4.0V U=0-5A f= 0.1 MHz
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NJ Semi-Conductors reserves the right to change test conditions, parameters limits and package dimensions without
notice information rurnished by NJ Semi-Conductors is believed to be both accurate and reliable at the time of going to
press. However NJ Semi-Conductors assumes no responsibility for any errors or omissions discovered in its use. NJ
Semi-Conductors encourages customers to verify that datasheets are current betbre placing orders.

Quality Semi-Conductors


